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DEVICE DESCRIPTION

The GoodKnight 420G is a Continuous Positive Airway Pressure (CPAP) device, which can deliver
positive pressure to the patient between 4 and 20 emH:O0. The delivered pressure is constant and equal
to the prescribed pressure level setting.

The device is powered from an external power supply and equipped with specific accessories. It is
described below. See figures 1, 2 and 3 on page 5.

1. Display

Shows various kinds of information such as the pressure delivered, the settings of the device
or the time. For further details, refer to the chapter “Using the GoodKnight 420G to access
information” (See page 18).

2. Information Access button
Used for accessing various kinds of information regarding the device. For further details, refer
to the chapter “Using the GoodKnight 420G to access information” (See page 18).

3. Ramp button
Used for starting or stopping the pressure increase ramp. For additional information, refer to
the chapter “Using the ramp”. (See page 16). It is also used to decrease the value of the
parameters during the device settings.

4. ON/OFF button
Used for switching the device on or off. It is also used to increase the value of the parameters
during the device settings.

5. Outlet connector
This is the air outlet onto which the hose is connected. For additional information, refer to the
chapter “Installation”, (See page 7).

6. Supply connector

Used for powering the device from the specific power supply module or from an external
battery. For additional information, refer to the chapter “Installing an external battery”. (See

page 10).
7. Air inlet filters

These filters prevent dust from entering the device and its airways. For additional
information, refer to the chapter “Maintenance and cleaning instructions”. (See page 23).
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The items in the

Figures below are described on page 4.
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3 Figure 1 = Top view

Figure 2 — General view
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Figure 3 — Rear view
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INSTALLATION

This chapter shows you how to connect the various accessories and cables to the GoodKnight 420G.
Before beginning the installation, please check the GoodKnight 420G and its accessories. Refer to
the chapter, “Checking the components.” (See page 2.)

[caumon_]

When you use the GoodKnight 420G, place it on a stable surface. Avoid placing it too near a
wall or any other obstacle that could hamper the intake of air into the device.

Standard Installation

1. Connect the patient tubing to the GoodKnight 420G. To do this, connect the hose onto the outlet
connector of the device. (See reference 5 in Figure 2, page 5).

Figure 4 — Connection of the patient tubing to the device

2. Prepare the patient interface as described in its instructions for use.
Connect the interface to the patient tubing free end.

4, Connect the cable of the power supply module to the supply connector located at the back of the
device. (See reference 6 in Figure 3, page 5).

[ CAUTION |
Use only the specific power supply module provided with the device.

5. Connect the plug of the power supply module to the electrical outlet. The type of the device is
displayed for a few seconds then the following standby screen showing the hours and the
minutes in the 24 hour format:

The two points are blinking.
6. The device is ready to operate. Refer to the chapter “Use”. (See page 11).
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